PRODOTTI COMMERCIALIZZATI: Anelli Elastici per fori tipo J

TRADED PRODUCTS: Retaining Rings for bares type J
HANDELSPRODUKTE: Sicherungsringe fur bohrungen typ J

d1 8 + 33 mm

d1 < 200 mm

o o/

PRODOTTI COMMERCIALIZZATI / TRADED PRODUCTS /HANDELSPRODUKTE

Dimensioni in mm - Dimensions in mm - Abmessungen in mm

Rev_001 - 13.11.2012

‘ 310 | 6,00 | 0/-0,15 | 327,0 | 2,00/-0,90 20,00 | 6,00 | 320,0 0,880 / O 6,20 | 15,00 823 947 5,00 113 640
320 | 6,00 | 0/-0,15 | 337,0 | 2,00/-0,90 20,00 | 6,00 | 330.0 0,880 / O 6,20 | 15,00 850 919 5,00 109 660
330 | 6,00 | 0O/-015| 347,0 | 200/-0,90 20,00 | 6,00 | 3400 0,880 / O 6,20 | 15,00 876 894 5,00 108 680
340 | 6,00 | 0O/-015| 357,0 | 200/-0,90 20,00 | 6,00 | 350,0 0,880 / O 6,20 | 15,00 903 869 5,00 104 700
350 | 6,00 | 0O/-015 | 367,0 | 200/-0,80 20,00 | 6,00 | 360,0 0,880 / O 6,20 | 15,00 929 846 5,00 101 720
360 | 6,00 | 0/-015| 377,0 | 2.00/-0.90 20,00 | 6,00 | 370,0 0,880 / 0 6,20 | 15,00 955 823 5,00 98 740
370 | 6,00 | 0/-0,15 | 387,0 | 2.00/-0.,90 20,00 | 6,00 | 380,0 0,880 / O 6,20 | 15,00 981 803 5,00 95 770
380 | 6,00 | 0/-0,15| 397,0 | 2,00/-0,90 20,00 | 6,00 | 390,0 0,880 / O 6,20 | 15,00 1008 784 5,00 93 800
390 | 6,00 | 0/-0,15 | 407,0 | 2,00/-1,00 20,00 | 6,00 | 400,0 0,880 / O 6,20 | 15,00 1033 764 5,00 91 830
400 | 6,00 | 0/-0,15| 417,0 | 2,00/-1,00 20,00 | 6,00 | 410,0 1,000 / O 6,20 | 15,00 1080 746 5,00 89 860
410 | 7,00 | 0/-0,15 | 430,0 | 2,00/-1,00 26,00 | 6,00 | 422,0 1,000 / O 7,20 | 18,00 1307 1512 6,00 150 1380
420 | 7,00 | 0/-015| 4400 | 200/-100 | g | 26,00| 6,00 | 4320 1,000 / O 7,20 | 18,00 1338 1480 6,00 147 1410
430 | 7,00 | 0/-015 | 450,0 | 2,00/-1,00 ‘uL'S 26,00 | 6,00 | 4420 1,000 / O 7,20 | 18,00 1369 1446 6,00 144 1440
440 | 7,00 | 0/-015 | 460,0 | 2,00/-1,00 g 26,00 | 6,00 | 452,0 1,000 / O 7,20 | 18,00 1401 1418 6,00 141 1470
450 | 7,00 | 0/-015| 470,0 | 200/-100 | @ | 26,00 | 6,00 | 462,0 1,000 / O 7,20 | 18,00 1431 1388 6,00 138 1510
460 | 7,00 | 0/-015 | 480,0 | 2,00/-1,00 g 26,00 | 6,00 | 472.0 1,000 / O 7,20 | 18,00 1464 1360 6.00 135 1550
470 | 7,00 | 0/-0,15 | 490,0 | 2,00/-1,00 E 26,00 | 6,00 | 482,0 1,000 / O 7,20 | 18,00 1485 1330 6,00 132 1585
480 | 7,00 | 0/-0,15 | 500,0 | 2,00/-1,00 % 26,00 | 6,00 | 492,0 1,000 / O 7,20 | 18,00 1526 1306 6,00 130 1640
490 | 7,00 | 0/-015 | 510,0 | 300/-150 | = | 26,00 | 6,00 | 502,0 1,000 / O 7,20 | 18,00 1558 1280 6,00 127 1685
500 | 7,00 | 0/-015| 520,0 | 3,00/-1,50 26,00 | 6,00 | 512,0 1,000 / O 7,20 | 18,00 1588 1256 6,00 125 1730
510 | 8,00 | 0/-0.15 | 535,0 | 3.00/-1.50 26,00 | 6,00 | 524,0 1,000 / O 8,20 | 21,00 1894 1834 7.00 156 2020
520 | 8,00 | 0/-015 | 545,0 | 300/-150 26,00 | 6,00 | 534,0 1,000 / O 8,20 | 21,00 1931 1802 7,00 153 2060
530 | 8,00 | 0/-015 | 555,0 | 3,00/-150 26,00 | 6,00 | 544,0 1,000 / O 8,20 | 21,00 1968 1768 7,00 150 2100
540 8,00 | 0/-015 | 565,0 | 3,00/-150 26,00 | 6,00 | 554,0 1,000 / O 8,20 | 21,00 2004 1738 7,00 148 2140
550 | 8,00 | 0/-015 | 575,0 | 3,00/-150 26,00 | 6,00 | 5640 1,000 / O 8,20 | 21,00 2041 1711 7,00 145 2190
560 | 8,00 | 0/-015 | 585,0 | 3,00/-150 26,00 | 6,00 | 5740 1,000 / O 8,20 | 21,00 2078 1682 7,00 143 2230
570 | 8,00 | 0/-015 | 595,0 | 3,00/-150 26,00 | 6,00 | 584,0 1,000 / O 8,20 | 21,00 2114 1650 7,00 141 2270
580 8,00 | 0/-015 | B05,0 | 3.00/-150 26,00 | 6,00 | 5940 1,000 / O 8,20 | 21,00 2151 1627 7.00 138 2310
590 | 8,00 | 0/-015 | B15,0 | 3.00/-150 26,00 | 6,00 | 604.0 1,000 / O 8,20 | 21,00 2188 1601 7.00 136 2350
600 8,00 |0/-015 | 6250 | 3.00/-150 26,00 | 6,00 | 6140 1,000 / O 8,20 | 21,00 2221 1571 7.00 134 2390

I Dimensioni sede I Dimensioni anello Dati Complementari N Kg per 1.000 pezzi
Housing dimensions Ring dimensions Supplementary data Kg per 1.000 pieces
NutmaBe RingmaBe Erganzende Daten Kg je 1.000 St.





